Structural Setting of the
Mountain View Oilfield
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' ' Important Phone Numbers

General Information & Permitting:

530-237-6628
Project Information:
David Newman, Project Manager, Geokinetics

713-202-3489

Rex Kipps, Party Chief, Geokinetics
281-507-1527

John Moran/Tamarack Qil and Gas
661-978-6986

Robert A. Booher Consulting

707-399-7835

A\ TAMARACK OIL, AND GAS LLC
5330 Office Center Court, Suite 75
Bakersfield, CA 93309
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Mountain View
3D Seismic Survey
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The purpose of this information is to
explain the seismic survey process.
Tamarack representatives are
available to discuss any questions
you may have about the survey. We
are committed to working with the
City of Arvin, business enterprises
and residents to minimize any
potential impacts.




Mountain View/Arvin

3D Geophysical Project

Geophysics is the study of the earth using
various tools, the most effective if which is 3D

seismic.

+ 3D seismic has been the tool of choice by
geophysicists and geologists since the early 1980's

+ 3D seismic uses sound waves introduced into the
ground by an energy source

+ When the density or composition of rock the sound
waves are traveling through changes suddenly, some
sound waves are reflected back to the surface

+ Reflections provide information on the underlying
structure of the earth. These reflections will be used to
define the structure of the rocks beneath Arvin

+ Matheson Mining Consultants will perform ground
motion attenuation studies while the 3D seismic
acquisition effort is being conducted within Arvin

+ These studies will define safe stand-off distances from
points of concern that primarily include residences,
water lines and wells, fiber optic cables, oil and gas
pipelines and wells to make sure that the effort does
not exceed established safe standards.

+ This program has been approved by the United States
Office of Surface Mining and Reclamation Enforcement
and the U.S. Bureau of Mines.

+ Documented cases of structural damage have never
been observed in any structure historic, exceptionally
fragile, residential or commercial at particle velocities
less than those recommended in the USBM and OSMRE
standards.

« Information gained from the 3D seismic survey will be
used to define the geology of the rocks beneath the
city of Arvin.
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A node is deployed at each receiver point. The
wireless note is approximately 6 inches in
diameter and 8 inches tall. Each node contains
all of the elements needed to sense, acquire, and

store seismic data.
Once on location,
the nodes do not
require attention
until they are
retrieved to
download the
acquired data.

Geokinetics will be the
Seismic Acquisition Operator.

» Geokinetics has operated in California for
the last 12 years for numerous oil and gas
companies

+ Geokinetics has shot seismic in the
following communities:

+ Los Angeles

- Shafter

+ Wasco

+ Avenal

+ Taft

»  McKittrick

+ Maricopa

+ Buttonwillow
+ Santa Maria

+ Bakersfield

Vibroseis Energy Source

Four Vibro-Seis Buggies will be
used on the Mountain View 3D
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Escenario estructural del campo
petrolifero de Mountain View

ATAMARACK OIL AND GAS LLC

' ' Numeros de Teléfonos Importantes

Informacién General Y Permisos:
530-237-6628
Informacién del Proyecto:
David Newman, Project Manager, Geokinetics
713-202-3489
Rex Kipps, Party Chief, Geokinetics
281-507-1527
John Moran/Tamarack Oil and Gas
661-978-6986
Robert A. Booher Consulting
707-399-7835

A\ TAMARACK OIL AND GAS LLC

5330 Office Center Court, Suite 75
Bakersfield, CA 93309
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Mountain View
3D Seismic Survey

| Vista al este de Arvin, California |

El propdsito de esta informacion es
explicar el proceso de estudio sismico.
Los representantes de Tamarack estan
disponibles para discutir cualquier
pregunta que usted tenga acerca del
estudio. Estamos comprometidos a
trabajar con la Ciudad de Arvin, sus
empresarios y residentes para
minimizar posibles impactos.




Proyecto Geofisico en 3D

de Arvin / Mountain View

Geofisica es el estudio de la tierra, usando varias
herramientas, de las cuales la mas efectiva es el

estudio sismico en 3D (tres dimensiones)
o Esta herramienta ha sido elegida por geofisicos y

gedlogos desde 1980's

o Esta herramienta utiliza ondas sonoras introducidas en
la tierra por una fuente energética

o Cuando cambia repentinamente la densidad o
composicién de la roca por la que viaja la onda sonora,
se registra una reflexion de ondas sonoras

o La reflexién provee informacién acerca de la estructura
del suelo subyaciente. Estas reflexiones serdn utilizadas
para definir la estructura de las rocas que se
encuentran debajo de Arvin

o La firma consultora Matheson Mining Consulting hara
estudios de atenuacién del movimiento del suelo,
mientras que se conduce el estudio sismico 3D en

Arvin

+ Estos estudios definiran las distancias sequras que deben
mantenerse de los puntos primarios, los cuales incluyen
residencias, tubos de agua y pozos, cables de fibra optica,
tuberias y pozos de gas y petréleo, para estar seguros de
que el estudio no exceda los estandares de seguridad
establecidos

+ Este programa ha sido aprobado por la United States
Office of Surface Mining and Reclamation Enforcement y la
U.S. Bureau of Mines.

+ Nunca se han registrado casos documentados de dafo
estructural a ninguna estructura ni histérica, ni
excepcionalmente fragil, ni residencial, ni comercial, a
velocidades de particulas menores a las recomendadas en
los estandares USBM y OSMRE

La informacion obtenida en el estudio sismico 3D sera
utilizada para definir la geologia de las rocas que yacen
debajo del suelo de la Ciudad de Arvin
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VibroSeis Buggy

Fuente energética VibroSeis

Cuatro VibroSeis buggies seran
usados en el estudio 3D de Mountain View

Un nodo es instalado en cada punto de recepcion. El
nodo inhalambrico es de aproximadamente 6
pulgadas de diametro y 8 pulgadas de alto. Cada
nodo contiene todos los elementos para percibir,
adquirir y guardar los
datos sismicos. Una
vez han sido
instalados, los nodos
no requieren
manipulacion hasta
que se retiran para
extraer los datos.

Nodo inhaldmbrico

Un nodo es instalado en cada punto de recepcion. El
nodo inhalambrico es de aproximadamente 6 pulgadas de
diametro y 8 pulgadas de alto. Cada nodo contiene todos
los elementos para percibir, adquiriry guardar los datos
sismicos. Una vez han sido instalados, los nodos no
requieren manipulacion hasta que se retiran para extraer
los datos.

Geokinetics serd el operador de la adquisicion sismica
de datos

Geokinetics ha conducio estudios sismicos en las
siguientes comunidades:

» Los Angeles

«  Shafter

+  Wasco
Avenal

Taft A\ TAMARACK OIL AND GAS LLC

McKittrick

+  Maricopa
Buttonwillow

« Santa Maria

« Bakersfield




